
A-SERIES                  (Internal Pilot Operated)
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DISASSEMBLY OF INTERNAL PILOT OPERATED VALVES
To dismantle the valve for inspection or cleaning:

1. Remove cap “A” and gasket “D”
2. Remove nut “C”
3. Remove adjusting screw “B”
4. Remove cap screws “E”
5. Remove bonnet “F”
6. Remove gasket “G”
7. Remove pilot spring “J”
8. Unscrew and withdraw cylinder “M” (do not

unscrew cylinder retainer “L”)
9. Unscrew and remove cylinder retainer “L”,

after removing cylinder “M”.

Caution: hold in vise. Balance spring “O” 
under heavy compression.

10. Unscrew and remove piston retainer “K”
11. Remove retaining ring “H”

12. Remove pilot piston “N”
13. Remove balance spring “O”
14. Remove piston “P”
15. Remove retaining bushing “S” if necessary

Inspect bores of both piston retainer “K” and
cylinder “M”. Inspect pistons “N” and “P” for wear
or scoring. Replace broken or damaged parts.
Clean all parts thoroughly and re-assemble as
follows:

Reverse process of disassembly from operation
16 to 6, then thread adjusting screw “B” into
bonnet “F”, while re-assembling “F” to body “R”.
Then proceed with steps 5, 4, 2, 1 in reverse
order.

 




