
NCREE North Lab Shaking Table Hardware and Software Checkout Schedule

Mon, Jan 8 AM
PM

Tues, Jan 9 AM
PM

Wed. Jan 10 AM
PM

Thurs, Jan 11 AM
PM

Friday, Jan 12 AM
PM

There shall be a full written report submitted after the work has been completed.

Check X, Y, and Z Maximum Velocity at mid‐range frequencies (3‐10 Hz).
Check Tuning of X,Y, and Z axes from 1‐50 Hz.

Verify ALL Table HPCfunctions, especially those not exercised by previous test runs, e.g. pump selection, etc.
Review of test results and prediction of future performance of table mechanical parts, electrical controls, and software.

Measure Each S/V Pressure Curve & Correct valve offsets with valve balance except with large offsets (> 0.25 Volts)=LVDT correction
Measure Each S/V Pressure Curve & Correct valve offsets with valve balance except with large offsets (> 0.25 Volts)=LVDT correction

Measure Each S/V Pressure Curve & Correct valve offsets with valve balance except with large offsets (> 0.25 Volts)=LVDT correction
Check S/V Tuning and match each axis to +/‐ 2 degress from 1‐50 Hz.

Measure each actuator's friction over most of the stroke
Measure X,Y, and Z axis distortion at 1,2,3,5, and 10 Hz.




