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Transducer Calibration Plan 

Created On:   6/3/2011 Contact:    Jim O'Keefe

WBS:    US2.43227.EQT-01 Extension:    4163

Customer    
 Name:    EUCENTRE

IMPORTANT: 
Selection or data entry in al l fields is required.   

Incomplete calibration plans are not acceptable and will cause delays. 
Form Version 3.0.4 

  

Transducer Type:   Linear Displacement - LVDT

Transducer Condit ioning:   AC

 NOTE: You must supply a conditioner.

  

  
NOTES:  

Model No:   244.41S

Part / Assembly No:   100-242-539

    

Conditioner Model:   493.25 DUC

Options:   Non Self-ID

Cable Source:   New, supplied by MTS

Cable Length:  feet  150

Cable Length required. 

Condit ioner Configuration:  4-Wire (493, 497, 407 Standard) 

PLEASE NOTE:  
Calibration data points below 2% of transducer full scale capacity wil l not be measured or reported. 

    

Calibration Units:   Metric

Engineering Unit:   mm travel (displacement)

Calibration Range Qty:   1

Cal Range Maximums:   +/-260

Output Polarity:   Retraction - / Extension +

Excitation Voltage (AC):  AC  

Excitation Frequency (kHz):  10 

qty 2


